








LIGHT ELECTRONICS CO., LTD. 
 

Part No. LG-05IR4C94C-102B1-T Page 5 of 9 
LG-QR-R009-01 

Typical Electrical / Optical Characteristics Curves 

(25℃ Ambient Temperature Unless Otherwise Noted) 
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Fig.1 Spectral Dlstrbution Fig.2 Forward Current Vs

Ambient Temperature

Fig.4 Relative Radiant Intensity

Vs Ambient Tembeb Ature
Fig.3 Forward Current Vs

Forward  Voltage

 Fig.5 Relative Radiant Intensity 

Vs Forward Current
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FIG.6 Radiant Diagram

1.0

R
e

la
ti
v
e

 R
a

d
ia

n
t 

In
te

n
s
it
y

0.7

0.9

0.8

100

40

80

90

70

50

60

30

40

0

20

60

80

4.01.0 2.0 3.0 (V)

100
(mA)

0.5

1.0

(nm)

-20-40

0.5

1.0

0

2.5

1.5

2.0

3.0

(°C)

200 40 60

40

1.0

2.0

0
20

4.0

3.0

60 80

(mA)

100

0

0

Forward Current 

O
u

tp
u

t 
P

o
w

e
r 

R
e

la
ti
v
e
 T

o
 

V
a

lu
e

 A
t 

@
 5

0
m

A

 Fig.5 Relative Radiant Intensity 

Vs Forward Current
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